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Please see full application guide for additional options  

External 
Walkways
•	 3 bulkheads providing c.15 lux 

average

•	 Lights programmed to turn on/off 
via time clock

•	 Microwave occupancy sensors 
utilised to turn lights up from a 
dimmed level when occupancy is 
detected

Luminaires Used

•	 HURL173LEDNWDVSM: HURRICANE – bulkhead, 
17W, 4000K, Eyelid, Vision Smart Microwave Sensor 
x 2

•	 HURL173LEDNWDVSM: HURRICANE – bulkhead, 
17W, 4000K, Eyelid, Vision Smart Microwave 
Sensor, Emergency Version x 1

https://tamlite.co.uk/flipbooks?pdf=vision-smart-application-guide-web.pdf
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Please see full application guide for additional options  

Indoor Car Parks
•	 35 weatherproofs providing c.75 lux 

average

•	 Lights programmed to stay lit at a 
lower level in quieter hours

•	 Fixtures grouped in sets of three, 
ensuring lights turn on when 
motorists are driving around the   
car park

Luminaires Used

•	 EWPL1537NWDVSB1: XTREME – weatherproof, 28W, 
4000K, Vision Smart Batten-Fit PIR Sensor x 20

•	 EWPL1537NWDD3VSB1: XTREME – weatherproof, 
28W, 4000K, Vision Smart Batten-Fit PIR Sensor, 
Emergency Version x 15

https://tamlite.co.uk/flipbooks?pdf=vision-smart-application-guide-web.pdf
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